6LM8 


Medium-Mu Triode— 
Semiremote-Cutoff Pentode 


9-PIN MINIATURE TYPE 
SEPARATE CATHODE BASE-PIN CONNECTIONS 
For Color and Black-and-White TV Receivers. Pentode Unit 
is Particularly Suited for Burst-Amplifier Circuit in Color 
TV. Triode Unit is Useful as a General-Purpose Amplifier. 
Electrical: 
Heater Characteristics and dis 


Voltage (AC or ОС). . . . p 6.3+0.6 volts 
Current at heater ус! #5 - 6. 2 : 0.450 amp 
Peak heater-cathode йр (Each unit): 
Heater negative with respect tocathode . 200 max. volts 
Heater positive with respect tocathode . 2008max. volts 


Direct Interelectrode Сарас Папсез: б 
Triode Unit: 
Grid to plate . ans Melde. c 1.8 
Input: Gr to (Ку, К Ma „+15, H). Wut 2.2 pf 
Output: Pr to (K ШЕ +03 сега, Н). 1.9 
Pentode Unit: 


Grid No.1 to plate. . . soe w 0:015 max. pf 
Input: Gip t о (Кр СЗ + 15, BU H). фа 5:5 pf 
Output: Pp to (Ko*G35*418,G25,H) . . . . 3.8 pf 
Heater to cathode (Each init) о у a C942 pf 
Mechanical: 
Operating Position. а... Р Апу 
Туре of Са{һоде$......... e TUNE. e Coated Unipotent ja] 
Maximum Overall Length. wA Ж Дел vie. ве за 2 eds 22 . o. 2-3/16" 
Maximum Seated Length . . мами ад БЕ 15/16" 
Length from Base Seat їо Bulb us к Tip). EE 9/16" 13/32" 
Diameter. . . , 2. . 0.750" to 0.875" 
Dimensional Outline . Ние... Зее General Section 
Во Бак вас rom о C i-i 05 .16-17/2 
Base. Le MS Smati- Button Noval 9-Pin (JEDEC No. E9-1) 
Basing Designation for BOTTOM VIEW, . . . . . . .. . 4. ЭДЕ 
Pin 1-Triode Plate 
Pin 2 ~ Pentode Grid No.1 
Pin 3- Pentode Grid No.2 
Pin 4 -Heater G2 
Pin 5 ~ Heater PO 
Pin 6 -Pentode Plate 
Pin 7- Pentode Cathode, 6, (2) 
Pentode Grid No.3, P 
and Internal Shield 
Pin 8-Triode Cathode 
Pin 9- Triode Grid 
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AMPLIFIER — Class A| 


Characteristics: 


Plate Voltage. . . 
Grid-No.2 Voltage. Я 
Grid-No.1 Voltage. . . . 
Amplification Factor . 
Plate Resistance (Арргох.) 
Transconductance . 

Plate Current. 

Grid-No.2 Current. 


Grid-No.1 Voltage (Approx. ) 


for plate да = 10... | 


Maximum Ratings, Design-Maximum Values: 


Plate Voltage. . . . - . 

Grid-No.2 (Screen-Grid] 
Supply Voltage . 

Grid-No.2 Voltage. 


Grid-No.1 (Control-Grid) 
Voltage: 
Positive-bias value. 
Grid-No.2 Input: 
For grid-No.2 voltages 
up to 165 volts. 
For grid-No.2 voltages 
between 165 and 330 
volts. A EA 


Plate Dissipation. 


Maximum Circuit Values: 


at 


at 


Grid-No. 1-Circuit Resistance: 
For fixed-bias operation . 


For cathode-bias operation . 


ard RS-191—-4. 
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The dc component must not exceed 
With external shield JEDEC No. 315 


Triode Pentode 
Unit Unit 
125 125 volts 
- 125 volts 
-1 -2 volts 
46 - 
5400 150000 ohms 
8500 6000 jmhos 
> 2 та 
"n 4 ma 
-8 -14 volts 
330 max. 350 max. volts 
- 330 max. volts 


.See Grid-No.2 Input Rating Chart 
front of Receiving Tube Section 


0 max. 0 max. 


- 0.55 max. 


volts 


watt 


.See Grid-No.2 Input Rating Chart 
front of Receiving Tube Section 


2.5 max. 2.5 max. 
0.5 max. 0.25 max. 
1 max. 0.5 max. 

100 volts. 


watts 


megohm 
megohm 


measured in accordance with ЕТА Stand- 
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AVERAGE PLATE CHARACTERISTICS 
Triode Unit 
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AVERAGE CHARACTERISTICS 
Triode Unit 


AMPLIFICATION 


PLATE RESISTANCE (Гр) —OHMS 
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PLATE MILLIAMPERES 
92см —10428 
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AVERAGE CHARACTERISTICS 
Pentode Uni 


Et = 6.3 VOLTS 
GRID-No.2 VOLTS 


= 125 


SI 10A 317718 


ОС! 


4M 


PLATE (Ig) OR GRID-No. 2 (Ic2) MILLIAMPERES 


92CM- 12560 


DAT 
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AVERAGE CHARACTERISTICS 
Pentode Uni 


Е; = 6.3 VOLTS 
PLATE VOLTS 


= 125 


GRID -No. 2 VOLTS = 125 


e ГД 
N 


санзайитти (201) 2 oN-QhJ9 чо (91) Vd 


Мол VOLTS 


GRID- 


92CM-12558 


© 


Harrison, N. J. 


RADIO CORPORATION OF AMERICA 


Electronic Components and Devices 


